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INSTRUCTIONS PARTS ASSEMBLY

Thank you for purchasing Lon Chaney as “Blizzard” (from the 1920 silent « HEAD « RIGHT CRUTCH (clutching hat)
movie “The Penalty”) by Totality Productions. We hope it compliments « BODY « LEFT ARM
your model kit collection. Please take a few minutes to review these simple « RIGHT ARM « LEFT CRUTCH

instructions, to ensure a safe and mistake free model making experience.

CAUTION
Assembling resin model kits sometimes requires the use of potentially
dangerous tools. Please exercise extreme care when handling sharp hobby
knives, super glues, and electric grinding tools. Children should not
attempt to construct this kit without close adult supervision. Remember to
keep your workspace clean and clutter free to avoid potential accidents.

TOOLS & MATERIALS
Having the right tools before you start your project will ensure a more
enjoyable experience. Totality Productions suggests you use:

* SUPER GLUE * MODELING PUTTY

* HOBBY or X-ACTO KNIFE * FLAT ACRYLIC or ENAMEL PAINTS

* DREMEL or GRINDING TOOL * QUALITY ARTIST’S PAINT BRUSHES
* 400 GRIT SANDPAPER * PROTECTIVE EYEWEAR

EXAMINE PARTS
Totality Productions carefully examines all parts prior to shipping. Each
piece was meticulously hand-cast and inspected to minimize sanding. With
all resin kits, some flaws may exist. We recommend any bubble holes be
filled with putty and lightly sanded before assembling and painting kit.

ASSEMBLY & GLUING
BE SURE to wash all pieces in warm water with mild soap (or use lacquer
thinner) to remove all traces of surface oil and mold release before applying
paints or glues. This step is necessary to ensure the best bond. Using a
Dremel Tool (or other rotary grinding tool), carefully remove excess resin
“traps” (as indicated in diagram on opposite page). Test fit all pieces prior
to gluing. Once secured with super glue, modeling putty may be used to

hide any visible seams. For (optional) added stability, metal “pins” may be * Grey areas indicate excess resin from the casting process. For best results,
inserted at all joints to dramatically increase their strength. Some parts remove with Dremel Tool. Leather leg stumps can either be carefully sanded
may be easier to paint prior to assembly. We suggest you plan a strategy flat with a belt sander, or by placing a piece of sandpaper flat on a table,

that best suits your needs and abilities before opening any paint containers. moving the body in a circular motion until the body can stand on its own.



